Balustrade Systems / Architectural Specifications 

Marble Fiberglass Reinforced Polymer Composite Product Manufactured By Timeless Architectural Reproductions, Inc.™

1.0 GENERAL

1.1 SUMMARY

Balustrade systems shall be made of a marble and resin composite.

1.2 PRODUCT DESCRIPTION

A. Balustrade systems shall be a marble and resin composite manufactured by Timeless Architectural Reproductions, Inc. design number or specify if custom work as noted on drawings and specifications.

B. Balusters shall be Timeless Architectural Reproductions, Inc design number  ________.

C. Newel posts, caps, bases and ball tops shall be Timeless Architectural Reproductions, Inc.  design number _________.

D. Railings shall be Timeless Architectural Reproductions, Inc design number _________.

E. Manufacturer shall provide standard installation instructions with installation kit available.  Follow manufacturer’s detailed installation procedures.

1.3 SUBMITTALS

A. Product Data: Submit manufactures literature of balustrade system.

B. Drawings: Submit full-scaled details and method of installation.

C. Samples: Provide sample of composite material.

1.4 DELIVERY, STORAGE AND HANDLING

A. Deliver, store and handle according to manufacturer’s instructions.

B. Railings must be stored on a flat surface prior to installation.

1.5 WARRANTY

A.       Manufacturer shall furnish a Lifetime Limited Warranty that it’s balustrades system will be free from manufacturing

              defects in material and workmanship.

2.0 PRODUCTS

2.1 ACCEPTABLE MANUFACTURER

A.          Timeless Architectural Reproductions, Inc.

                                              1.800.665.4341 ●  770.205.1446 ●  770.205.1447 Fax

                                              2655 Northgate Avenue, Cumming, GA 30041

                                              www.TimelessArchitectural.com

2.2 MATERIALS

A.       Material:  High quality marble and resin composite.

B.       Ultra Violet:  Not affected if properly finished per manufacturer’s instructions.

C.       Moisture Resistance:  Durable and weather resistant.

D.       Structural Performance Testing: Meets or exceeds all required BOCA testing.  Test data available upon request.

2.3 INSTALLATION HARDWARE

A. General:  Hardware and fasteners shall be non-corrosive parts.

B.
Balusters: Zinc-coated threaded rods; concrete anchors or threaded wood inserts or toggle nuts; washers; and

              hex-head nuts.

C.
Baluster Railings: Tapcon Hex screws; cellulous PVC board for fillet; and galvanized L- brackets.

D.
Newel Posts:  Channel irons; zinc-coated threaded rods; concrete anchors or threaded wood inserts; and hex nuts.

3.0 EXECUTION

3.1 INSTALLATION

A.       Follow manufacturer’s detailed installation instructions using recommended adhesive and sealant/caulk.

B.       Finish with a light sanding and a high quality exterior primer and topcoat paint.
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