Wood Columns / Architectural Specifications 

A Natural Wood Product Provided By Timeless Architectural Reproductions, Inc.™
Timeless Architectural Reproductions, Inc. distributes architectural columns from many sources.  The following Architectural Specifications should be considered general information. Upon request, Timeless will provide Architectural Specifications for a specific manufacturer.

1.0 GENERAL

1.1 SUMMARY

A.
Wood load-bearing architectural columns.

1.2 PRODUCT DESCRIPTION

A.         Columns shaft shall be standard tongue-n-groove construction by [specified manufacturer] ___________  design

                number ________.

B.
Lumber species shall be ______________. 

C.         Follow manufacturer’s detailed installation procedures.

1.3 SUBMITTALS

A. Product Data: Submit manufacturer’s literature.

B. Drawings: Submit shop drawings, elevations as appropriate.

C. Installation:  Submit detailed installation instructions.

1.4 DELIVERY, STORAGE AND HANDLING

A. Deliver, store and handle according to manufacturers instructions.

B. Wood columns must be stored in a dry, well-ventilated area that is not exposed to air or sunlight.

1.5 WARRANTY

A.         Manufacturer shall furnish a 1-year Limited Warranty that its columns will be free from manufacturing defects, joint

                separation, and rotting.

2.0 PRODUCTS

2.1 ACCEPTABLE DISTRIBUTOR

A.
Timeless Architectural Reproductions, Inc.

1.800.665.4341 ● 770.205.1446  ●  770.205.1447 Fax

2655 Northgate Avenue,  Cumming, GA 30041

www.TimelessArchitectural.com

2.2 MATERIALS

A.         All glue joints are pressure-glued using Type-I waterproof glue and torque bands no more than 18” apart, with 90 to

                100 lbs. per-square-inch pressure for a minimum of 24 hours.

B.         Exterior columns shall be factory primed with acrylic primer and hand sanded between coats and are to be coated

                internally with asphalt paint.  Exterior softwood columns shall be treated with manufacturer specified __________ 

wood preservative.



C.
Column shafts shall be made of ___________-inch nominal thickness finger-jointed stock.

3.0 EXECUTION

3.1 INSTALLATION

A.
Follow manufacturer’s detailed installation instructions. 
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