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Timeless Columns Facts Sheet
Recognizing the traditional relationship between balustrade systems, capitals and columns, Timeless Architectural Reproductions provides a variety of load-bearing fiberglass and wood columns which are the perfect compliment to the balustrade systems and decorative capitals they manufacture.

Fiberglass columns distributed by Timeless are backed by a lifetime-limited warranty and are as strong and durable as they are beautiful.  Fiberglass columns by design are non-porous, waterproof and impervious to insects, fungus and extreme weather conditions.  The hollow shafts of fiberglass columns provide the perfect channel for concealing water drainage, electrical wiring or plumbing pipes, all while maintaining its structural integrity and load-bearing capabilities.
The beauty of natural wood is a timeless aesthetic that will never go out of style.  Timeless paint-grade wood columns are made from a variety of select, kiln-dried wood species.  The use of finger-joints not only conserves wood resources, but also reduces warping and bowing potential, and helps prevent cracking or checking of surface.  Stain grade interior wood columns are made from a variety of hard and softwood species and feature matching capitals and bases.

Timeless Quality

· Reinforced polymer fiberglass is structurally stronger than concrete, steel or aluminum.

· Virtually maintenance free, fiberglass columns will not rot, split or crack, are impervious to insects and extreme weather conditions.

· Wood columns are treated, protecting against mold, mildew, staining and decaying fungi.
· The use of finger-joints in wood columns reduces warping, bowing and helps prevent cracking or checking of surface. 

Timeless Ease

· Easy to install. Every column comes with easy to follow step-by-step installation instructions.
Timeless Versatility

· Architecturally correct dimensions and tapers – from Classic Greek, Roman and European styles.

· Available smooth or fluted, and in tapered, non-tapered, square, knee-wall and barrel styles.

· Paint-grade wood columns are made from a variety of select, kiln-dried wood species.

· Interior wood columns are available either paint-grade or stain-grade.

· Column heights are available from 5’6” to 30’ and higher and in diameters from 6” to 36”.
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